[AJH-110-T

TERMINAL A/C D/C
BLOCK INPUT INPUT
E
N/- N~ - CONNECT
N/- N~(FROM BEACON) | -(FROM BEACON) CABLE AS
L+ = ™ SHOWN
L/+ L~(FROM BEACON) | +(FROM BEACON)
SWITCHTO L~ SWITCH TO - . TERMINAL

CUSTOMER SUPPLIED %
SCREWS 2 OFF TO -

SUIT $6.5 mm HOLE.
No. 12/M6

INSERT CABLE
THROUGH GROMMET,
STRIP CABLE TO LENGTH. 22

REQUIRED
TONE

SEE SHEET 1,
FOR DETAIL.

—MAKE SURE THE

CABLE IS TUCKED FIRMLY
INTO CABLE LOCKS IN

2 POS'NS

Dimensions in mm




.
Trumpet Horn - - _I
IP Rating: IP65 H-110-T /!70 1
Temp: -25° C to +50° C ?igﬁngr?]gi?;%i r?:lg-? x 135mm - E g TONEL  BUZZER
ggt weight: 3419 Cable entry: 1 x 5-7mm push / —
through grommet P ! !
Order code Voltage I
H-110-T-030-G 10-30V AC/DC / o |1
112V dc 52mA | O |2 | TONE2 1200/500Hz
7124V dc 105mA ' g ° |3 SVEEPING
71 12V ac 50/60Hz 115mA . @ —
124V ac 50Hz 215mA = | |
SOUNDER\ — 1
H-110-T-230-G 40-260V AC/DC PR 5
148V dc 42mA rﬁﬁﬂ | S |3 | TONE 3 8@?%‘12000Hz
148V ac 50/60Hz 68mA ol Ll N A I_—J
1115V dc 16mA _
1230V dc 8mA
1115V ac 50/60Hz 36mA TERMINAL
BLOCK MIN
1 230V ac 50/60Hz 18mA SWicH
STAGE 1 FREQUENCY DESCRIPTION STAGE 2
+ TONE 1 BUZZER TONE 2
TONE 2 | 1200/500Hz SWEEPING @ 1Hz TONE 1
DC CIrCUIT TONE 3 800/1000Hz @ 7Hz TONE 2
[D]
A ATTENTION: Installation must be carried out by an electrician in compliance /!7 o1 |
with the latest codes and regulations. - E g TONE1 BUZZER
ATTENTION: Disconnect from power source before / -
installation or service to prevent electric shock. _ ! !
. . . . . o (1
& UWAGA: InstaIaCJg urzqdzema} musi byg / | 0|2, TONE2 1200/500Hz
wykonana zgodnie z obowigzujgcymi G - o |3 SWEEPING
przepisami prawa oraz wytycznymi doty- . L @ 1Hz
czacymi wartosci zastosowanych napigé. N @ | |
Podtgczenia obwodoéw elektrycznych moze SOUNDER\ - —
dokonac tylko i wytgcznie osoba posiadajgce PCB N E 1
wymagane w tym zakresie uprawnienia do 2! TONE3 800/1000Hz
€ [ [nrfus u:lsz N ! o 3! @ 7Hz

prac elektrycznych.

Dystrybucja:

SERWO AUTOMATYKA

Wroctaw, Polska

www.serwoautomatyka.com.pl

tel.: 71 794 57 19
fax: 71 791 66 78
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TONE 2

TONE 2

1200/500Hz SWEEPING @ 1Hz
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TONE 3

800/1000Hz @ 7Hz

TONE 2




